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   Solar collector technical Specifications： 

   Manifold Casing Material          SUS304 Stainless steel or Power coated Aluminum 
   Frame Material                   SUS stainless steel or Aluminum 
   Header Pipe Material              C12200 Copper 
   Insulation   Material              Polyurethane form 55mm 
   Rubber Seals and Rings           UV stabilized high temperature silicone rubber 
   Maximum Operation Pressure      6Bar – 85psi 
      

FOB SHANGHAI     
USD   MODEL lighting

（m2） 
Supply hot 

water（L／℃）

Qty. per 20’ / 
40’ 

 Container 
Sloping Flat 

SPA(B) -47/1500-12 1.2 70(60℃) 141 / 295 140 149 

SPA(B) -47/1500-15 1.5 90(60℃)    120/240 176 190 

SPA(B) -47/1500-18 1.8 120(60℃) 95/ 198 209 225 

SPA(B) -47/1500-20 2.0 120(60℃) 85 / 178 229 246 

SPA(B) -47/1500-24 2.4 150(60℃) 71 / 148 275 295 

SPA(B) -47/1500-30 3.0 180(60℃) 57/ 120 341 369 

         SPA (B) 
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USD 
Qty. per 20’ / 

40’ lighting
（m

Supply hot 
water（L／℃）

MODEL 2）  Container Sloping  flat 

123 / 258 193 206 1.99 110(60℃) SPA(B) -58/1800-12 

82 /172 272 291 2.66 150(60℃) SPA(B) -58/1800-18 

73 / 155 303 327 2.98 175(60℃) SPA(B) -58/1800-20 

56 / 118 366 393 3.56 220(60℃) SPA(B) -58/1800-24 

45 / 96 454 486 4.43 260(60℃) SPA(B) -58/1800-30 

290 1.5 120 (60℃) 132/278 303 SPA(B) -70/1700-10 

562 3.1 240 (60℃) 62/122 589 SPA(B) -H70/1700-20 

721 4 300 (60℃) 45/96 753 SPA(B) -H70/1700-25 

Our SPA products 
are used in South 
Africa.  
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1. Tank with LOWER PRESSURE, but copper coils bear mains pressure. 

COPPER COIL HEAT EXCHANGER SPECIFICATIONS 
 
 
 
 
 
 
 

 
 

2.High pressure tank 

Tank capacity 150L 200L  300L 500L 750L 1000L 1500L 2000L 
PRICE NON coil USD127 178 265 416 439 636 793 941 
PRICE with one copper coil USD234 265 355 501 532 752 909 1066 
Tank with two copper coil    470 619 658 862 1019 1223 

Standard Ports 3/4″ female BPP thread 
Temperature Sensor Ports 8mm ID – total 80mm depth 

Insulation Material 56mm CFC free polyurethane insulation 
Inter Tank Material 0.6mm SUS304 2B Stainless steel 
Outer Tank Casing1 0.4mm 304 2B or BA SS  

Sacrificial Magnesium Anode 20mm*400mm 
  Heating elements port  Female thread 

HE Material 12/1mm or 16/1.2mm copper pipe 
HE Surface Area (large/small 1.25m2/0.6252

HE Max Pressure3 8bar 
HE net weight4(large/small 8kg/4.2kg 

Inlet & Outlet 3/4″ male BSP thread 
HE copper coil lengh 35M*1 , 35M*2 , 35M*3 

Tank capacity 150L 200L 250L 300L 500L 750L 1000L 2000L 
No copper coil price USD215 276 311 349 605 736 1821 2909 
One Copper coil price  USD291 360 421 484 724 862 1978 3066 
Two copper coil price  USD366 444 517 605 843 988 2135 3223 
Three copper coil price      1116 2292 3380 

Inner Tank Diameter 360mm 450 450 550 750 850 1000 1000 
Outer Casing Diameter 470 550 550 650 850 950 1100 1100 

Overall tank height  1430 1450 1760 1300 1400 1300 1300 2600 
Standard Ports 3/4″~2’ female BPP thread 

Temperature Sensor Ports 8mm ID – total 80mm depth 
Insulation Material 56mm CFC free polyurethane insulation 
Inter Tank Material 2~4mm SUS304 Stainless steel or 316 
Outer Tank Casing1 0.5mm color steel or  Waterproof Canvas (indoor use only) 

Sacrificial Magnesium Anode 20mm*400mm 
  Heating elements port  Female thread 

Tank Max Pressure Rating2 6bar 
P/T valve 6bar 

Separated tanks specification 
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Vacuum Tube Model Lighting Supply 

hot water 
(L/℃) 

Qty.per20’/40’ 
Container 

PRICE/USD(FOB 
SHANGHAI) (m2) diameter Length No.

￠47mm SPV-H1500/47-20 2.0 1500mm 20 120/60 125/242 253 
￠47mm SPV-H1500/47-24 2.55 1500mm 24 150/60 110/205 304 
￠47mm SPV-H1500/47-30 3.1 1500mm 30 180/60 85/160 316 

This series of products have many models, we can customize for you. We offer the whole system; it is easy 
installation and operation with intellectualized controller.  

 


